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Pipe & Bolt Threading Machines
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What's In The Box

1x MCC500 Pipe Threading Machine
1x Manual Pipe Die Head MDK 1/4" – 2" (BSPT & NPT compatible)
1x K Type 1/2" – 3/4" BSPT Pipe Dies
1x K Type 1" – 2" BSPT Pipe Dies
1x 4 Litre Cutting Oil
1x Spindle Bearing Oil 60cc tube
1x Hex Key (3, 4, 5, 6, 8mm each)
1x Crosspoint Screwdriver
1x Carbon Brush
1x Machine Cover
1x Tool Box
1x Legs for MCC500

Specifications

Capacity

1/4" – 2" Pipe BSPT or NPT

W3/8" – W1-1/4"  BSW Bolt

M8 – M30 ISO Metric Bolt

C15 – C51 JIS Conduit

PF1/2" – PF2" BSPP Conduit

Motor Single Phase 50/60Hz Motor with break for quick stop

Horsepower 1 HP (750W)

Rotation Speed 35rpm (60Hz) without load

Weight 41kg
PUNCHER

BOLT
CONDUIT

Pipe
Threading M

achine

For Water, Gas, Electricity, Stainless Steel Pipe and Bolt Threading (1/4" - 2")

MCC 500

 Automatic Oiling

 Adjustable Oiling

 Replaceable Jaws

 Automatic Protection

Directly to the dies and pipe through 
die head during threading operations

Easy adjustable oiling volume by 
turning pin

Front chuck designed with replacea-
ble rocker type jaws

Automatic switch-off carbon brush to 
prevent motor burning



Pipe & Bolt Threading Machines

2

JAPAN

Ｒ

What's In The Box

1x MCC800 Pipe Threading Machine
1x Manual Pipe Die Head MDK 1/4" – 2" (BSPT & NPT compatible)
1x Manual Pipe Die Head MD80 2-1/2" – 3" (BPT & NPT compatible)
1x K Type 1/2" – 3/4" BSPT Pipe Dies
1x K Type 1" – 2" BSPT Pipe Dies
1x C1 Type 2-1/2" – 3" BSPT Pipe Dies
1x 4 Litre Cutting Oil
1x Spindle Bearing Oil 60cc tube
1x Hex Key (3, 4, 5, 6, 8mm each)
1x Crosspoint Screwdriver
1x Carbon Brush
1x Machine Cover
1x Tool Box
1x Legs for MCC800

Specifications

Capacity

1/4" – 3" Pipe BSPT or NPT

W3/8" – W1-1/4"  BSW Bolt

M8 – M30 ISO Metric Bolt

C15 – C75 JIS Conduit

PF1/2" – PF3" BSPP Conduit

Motor Single Phase 50/60Hz Motor with break for quick stop

Horsepower 1 HP (750W)

Rotation Speed 23rpm (60Hz) without load

Weight 63kg

PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

For Water, Gas, Electricity, Stainless Steel Pipe and Bolt Threading (1/4" - 3")

MCC 800

 Automatic Oiling

 Adjustable Oiling

 Replaceable Jaws

 Automatic Protection

Directly to the dies and pipe through 
die head during threading operations

Easy adjustable oiling volume by 
turning pin

Front chuck designed with replacea-
ble rocker type jaws

Automatic switch-off carbon brush to 
prevent motor burning



Item
Code No.

Applicable Model
Type Standard Size Type MCC500 MCC800

Manual BSPT
1/4" ~ 2" K PMDK05 ● ●

2-1/2" ~ 3" MD80 PMDM108 ●

Auto BSPT
1/2" ~ 3/4" AD20 PMDAD02 ● ●

1" ~ 2" AD50 PMDAD05 ● ●
2-1/2" ~ 3" AD80 PMDAD08 ●

Manual NPT
1/4" ~ 2" K PMDK05 ● ●

2-1/2" ~ 3" MD80 PMDNP08 ●

For Bolt Thread 
(Manual Right)

BSW
W3/8" ~ W3/4" MDD PMDB002 ● ●

W7/8" ~ W1-1/4" MD40 PMDM104 ● ●
ISO Metric

M8 ~ M20 MDD PMDDM20 ● ●
M22 ~ M30 MD40 PMDAM30 ● ●

For Conduit 
Thread (Manual)

Thin Wall C15 ~ C75 MDC1 PMDCC75 ● ●
Thick Wall PF1/2" ~ PF3" 

(G16 ~ G82) MDC1 PMDCF08 ● ●

Standard Size Code No. Material Suitable Die Head

C
C15 PMCC015

Alloy PMDCC75C19 ~ C25 PMCC025
C31 ~ C51 PMCC051

PF

PF1/2" ~ PF3/4" (G16 ~ 22) PMCPF02

Alloy PMDCF08
PF1" ~ PF1-1/4" (G28 ~ 36) PMCPF03
PF1-1/2" ~ PF2" (G42 ~ 54) PMCPF05
PF2-1/2" ~ PF3" (G70 ~ 82) PMCPF08

For Conduit Pipe Thread

PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Pipe & Bolt Threading MachinesＲ

For MCC500, MCC800

DIE HEAD

For MCC500, MCC800

DIES

Auto Die Head Manual Die Head
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Standard Material Size Code No. Suitable Die 
Head Type

BSPT

Alloy

1/4" ~ 3/8" PMCKB01
PMDK05

Manual
1/2" ~ 3/4" PMCKB02

1" ~ 2" PMCKB05
2-1/2" ~ 3" PMCPT08 PMDM108

HSS

1/4" ~ 3/8" PSCKB01
PMDK05

Manual
1/2" ~ 3/4" PSCKB02

1" ~ 2" PSCKB05
2-1/2" ~ 3" PSCG008 PMDM108

Alloy
1/2" ~ 3/4" PMCPT02 PMDAD02

Auto1" ~ 2" PMCPT51AK PMDAD05
2-1/2" ~ 3" PMCPT08 PMDAD08

HSS
1/2" ~ 3/4" PSCG002 PMDAD02

Auto1" ~ 2" PSCG051AK PMDAD05
2-1/2" ~ 3" PSCG008 PMDAD08

NPT
Alloy

1/4" ~ 3/8" PMCKN01
PMDK05

Manual
1/2" ~ 3/4" PMCKN02

1" ~ 2" PMCKN05
2-1/2" ~ 3" PMCNP08 PMDNP08

HSS
1/2" ~ 3/4" PSCKN02

PMDK05 Manual
1" ~ 2" PSCKN05

For Taper Pipe Thread

For Bolt Thread
Standard Size Code No. Material Suitable Die Head

BSW (Right)

W3/8" PMCRW03

Alloy PMDB002
W1/2" PMCRW04
W5/8" PMCRW05
W3/4" PMCRW06
W7/8" PMCRW07

Alloy PMDM104W1" PMCRW08
W1-1/4" PMCRW10

ISO Metric (Right)

M8 x 1.25 PMCRM08

Alloy PMDDM20

M10 x 1.5 PMCRM10
M12 x 1.75 PMCRM12
M14 x 2.0 PMCRM14
M16 x 2.0 PMCRM16
M18 x 2.5 PMCRM18
M20 x 2.5 PMCRM20
M22 x 2.5 PMCRM22

Alloy PMDAM30M24 x 3.0 PMCRM24
M30 x 3.5 PMCRM30

PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Ｒ

For MCC500, MCC800

DIES
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PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Conduit Pipe Threading MachinesＲ

For Water, Gas, Electricity Pipe and Bolt Threading

CM82
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What's In The Box

1x CM82 Conduit Pipe Threading Machine
1x CM Die Head A Type C15 – C51, PF1/2" – PF1-1/2"
1x CM Die Head B Type C63 – C75, PF2" – PF3"
1x C19 – C31 Conduit Pipe Dies
1x C39 – C51 Conduit Pipe Dies
1x C63 – C75 Conduit Pipe Dies
1x PF1/2" – PF3/4" Conduit Pipe Dies
1x PF1" – PF1-1/2" Conduit Pipe Dies
1x PF2" – PF3" Conduit Pipe Dies
1x 4 Litre Cutting Oil
1x Chip Scrapper
1x Spanner for die head
1x Hex Key (3, 4, 5, 6, 8mm each)
1x Carbon Brush
1x Machine Cover
1x Tool Box
1x Legs for CM82

Specifications

Capacity
C15 – C75 JIS Conduit

PF1/2" – PF3" BSPP Conduit

Motor Single Phase 50/60Hz Motor with break for quick stop

Horsepower 1 HP (750W)
2 Rotation 

Speed 40rpm and 110rpm (60Hz) without load

Weight 40kg

 Forward Rotation

 Changeable Die Head

 Speed & Efficiency

 Automatic Oiling

 Automatic Opening

Die head rotate in forward direction 
only

One touch changeable die head and 
easy setting dies

This machine is specially designed to 
thread conduit pipes, with high speed 
and efficiency

Directly to the dies and pipe through 
die head during threading operations

Die head opens automatically when 
desired length of thread is pre-set



PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Type (Manual) Standard Size Code No.

For Conduit Thread

C
C15 ~ C51 CMDA004

C63 ~ C75 CMDB008

PF
PF1/2" ~ PF1-1/2" CMDA004

PF2" ~ PF3" CMDB008

For Bolt Thread
BSW W5/16" ~ W1" CMDA004

ISO Metric M8 ~ M24 CMDA004

For Taper Pipe Thread BSPT 1/4" ~ 1-1/4" CMDA004

Type Standard Size Material Code No. Suitable Die Head

For Conduit 
Thread

C

C15

Alloy

CMCC015
CMDA004C19 ~ C31 CMCC031

C39 ~ C51 CMCC051
C63 ~ C75 CMCC075 CMDB008

PF
PF1/2" ~ PF3/4" & G16 ~ G22

Alloy
CMCPF02

CMDA004
PF1" ~ PF1-1/2" & G28 ~ G42 CMCPF04

PF2" ~ PF3" & G54 ~ G82 CMCPF08 CMDB008

C
C19 ~ C31

HSS
CSCC031

CMDA004
C39 ~ C51 CSCC051
C63 ~ C75 CSCC075 CMDB008

PF
PF1/2" ~ PF3/4" & G16 ~ G22

HSS
CSCPF02

CMDA004
PF1" ~ PF1-1/2" & G28 ~ G42 CSCPF04

PF2" ~ PF3" & G54 ~ G82 CSCPF08 CMDB008
For Bolt 
Thread

BSW Please refer to BM25 Page with 
Die Head Code CMDA004

Alloy & 
HSS CMDA004

ISO Metric

For Taper 
Pipe Thread BSPT

1/4" ~ 3/8"
Alloy

CMCG00190
CMDA0041/2" ~ 3/4" CMCG00290

1" ~ 1-1/4" CMCG00390

Ｒ

For CM82

Die Head

For CM82

Dies
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PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Bolt Threading MachinesＲ

For Bolt Threading

BM25
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What's In The Box

1x BM25 Bolt Threading Machine
1x Right Hand Die Head W5/16" – W1", M8 – M24
1x Right Hand Dies W5/16"
1x Right Hand Dies W3/8"
1x Right Hand Dies W1/2"
1x Right Hand Dies W5/8"
1x Right Hand Dies W3/4"
1x Right Hand Dies W7/8"
1x Right Hand Dies W1"
1x 4 Litre Cutting Oil
1x Chip Scrapper
1x Spanner for Die Head
1x Release Bar for Die Head
1x Hex Key (3, 4, 5, 6, 8mm each)
1x Carbon Brush
1x Machine Cover
1x Tool Box
1x Legs for BM25

Specifications

Capacity
W5/16" – W1" BSW Bolt

M8 – M24 ISO Metric Bolt

Motor Single Phase 50/60Hz Series Motor

Horsepower 0.6 HP (450W)
2 Rotation 

Speed 100rpm (60Hz) without load

Weight 32kg

 Forward Rotation

 Changeable Die Head

 Speed & Efficiency

 Automatic Oiling

 Automatic Opening

Die head rotate in forward direction 
only

One touch changeable die head and 
easy setting dies

This machine is specially designed 
to thread bolt for buildings, with high 
speed and efficiency

Directly to the dies and pipe through 
die head during threading operations

Die head opens automatically when 
desired length of thread is pre-set



Standard Direction Size Code No.

BSW
Right

W5/16" ~ W1"
BMDR001

ISO Metric M8 ~ M24

BSW
Left

W5/16" ~ 1"
BMDL001

ISO Metric M8 ~ M24

Standard Direction Size Material Code No. Suitable Die Head

BSW Right

W5/16"

Alloy

BMCRW56

BMDR001, 
CMDA004

W3/8" BMCRW03
W1/2" BMCRW04
W5/8" BMCRW05
W3/4" BMCRW06
W7/8" BMCRW07
W1" BMCRW08

W5/16"

HSS

BSCRW56

BMDR001, 
CMDA004

W3/8" BSCRW03
W1/2" BSCRW04
W5/8" BSCRW05
W3/4" BSCRW06
W7/8" BSCRW07
W1" BSCRW08

ISO
Metric Right

M8 x 1.25

Alloy

BMCRM08

BMDR001, 
CMDA004

M10 x 1.5 BMCRM10
M12 x 1.75 BMCRM12
M14 x 2.0 BMCRM14
M16 x 2.0 BMCRM16
M18 x 2.5 BMCRM18
M20 x 2.5 BMCRM20
M22 x 2.5 BMCRM22
M24 x 3.0 BMCRM24
M8 x 1.25

HSS

BSCRM08

BMDR001, 
CMDA004

M10 x 1.5 BSCRM10
M12 x 1.75 BSCRM12
M16 x 2.0 BSCRM16
M20 x 2.5 BSCRM20
M24 x 3.0 BSCRM24

PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Ｒ

For BM25

Die Head

For BM25

Dies
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PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Standard Direction Size Material Code No. Suitable Die Head

BSW Left

W5/16"

Alloy

BMCLW56

BMDL001

W3/8" BMCLW03
W1/2" BMCLW04
W5/8" BMCLW05
W3/4" BMCLW06
W7/8" BMCLW07
W1" BMCLW08

W5/16"

HSS

BSCLW56

BMDL001

W3/8" BSCLW03
W1/2" BSCLW04
W5/8" BSCLW05
W3/4" BSCLW06
W7/8" BSCLW07
W1" BSCLW08

ISO
Metric Left

M8 x 1.25

Alloy

BMCLM08

BMDL001

M10 x 1.5 BMCLM10
M12 x 1.75 BMCLM12
M14 x 2.0 BMCLM14
M16 x 2.0 BMCLM16
M18 x 2.5 BMCLM18
M20 x 2.5 BMCLM20
M22 x 2.5 BMCLM22
M24 x 3.0 BMCLM24
M8 x 1.25

HSS

BSCLM08

BMDL001

M10 x 1.5 BSCLM10
M12 x 1.75 BSCLM12
M16 x 2.0 BSCLM16
M20 x 2.5 BSCLM20
M24 x 3.0 BSCLM24

Ｒ

For BM25

Dies

References:

Standard Description

BSPT British Standard Taper Pipe Threads
NPT American Standard Taper Pipe Threads
W British Standard Whitworth Threads for Bolt
M ISO Metric Threads for Bolts
C JIS Screw (Parallel) Threads for Thin Wall Conduit Pipe
PF JIS Screw (Parallel) Threads for Thick Wall Conduit Pipe (Corresponding to BSPP)
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PUNCHER
BOLT

CONDUIT
Pipe

Threading M
achine

Puncher Hole Size Selection
Model 
Name

Actual Hole 
Diameter (mm)

Model 
Name

Actual Hole 
Diameter (mm)

C15 16.8 G16 21.9
C19 20.0 G22 27.4
C25 26.3 G28 34.2
C31 32.7 G36 42.8
C39 39.0 G42 48.7
C51 51.7 G54 60.5
C63 64.4 G70 76.0
C75 77.1 G82 88.8

G92 102.5
G104 115.2

*Cutter no. C15, G16, C19, C25 use bolt 3/8"
*Other cutter no. will use bolt 3/4"

Hydraulic Knockout Punch Driver

Feature

• For punching holes into switchboards, control 
panels and etc

• Work more efficiently with light & compact 
hand-operated Hydraulic Pump

• Gives clean perforation and easy operation
• Round punch sets and square punch sets 

available
• Using powerful 70MPa hydraulic pump

What’s In The Box
1x CP-4 Hand Pump
1x SCR-4 Hydraulic Ram
1x Set of Sleeves (Small, Medium, Large)
1x 3/8" Bolt for SKP Puncher
1x 3/4" Bolt for SKP Puncher
1x Hydraulic Hose
1x Steel Carying Case
1x Punch Set for Thin Wall Conduit (C19, C25, C31, C39, C51)

Specifications
Output 8 metric tons at 500kgf/cm² of oil pressure

Punching Capacity
Mild Steel (SS41) Plate 3.2mm

Stainless Steel Plate 2.0mm
Hole Diameter 17mm - 115mm

JAPAN

Weight 3.4kg only! (Pump & Ram)

For Precise & Fast Punching Thin & Thick Wall Conduit

SKP-4C

10

Comes with 
Sturdy Case!
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Authorised Distributor:

https://www.tonghin.com.my

Tong Hin Machinery Hardware Trading Sdn. Bhd. 
(Company No: 264978-P)
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